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Chromium- and cobalt-free black pigment

CFP-6010BK2
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Chromium-, cobalt-free black pigment
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High heat-, acid resistance and high insulation performance
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Same blackness equal to chromium-based black pigments
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Chromium-based black pigments

CFP-6010BK2

AR

Composition

Cu, CrE&E{tY

Cu, Cr composite oxides

Mn, La, Fe 5 &R 1LY

Mn, La, Fe composite oxides

REeE

Black color degree

L*&:26.4

L*value

L*&:26.5

L*value

WA

Light-shielding performance

FAE0.1%

Transmittance

FBE:0.1%

Transmittance

i B 1 ZU ZLR L
Acid resistance No change No change
RIS 3 3.4x101°Q-cm 6.7x101°Q-cm

Volume resistivity

Kk R—RMER (HZAMKT75wt%, BEMEEERN26wWt%)  BeRi S (680°C, 40/, IRE10um) .V — 51 LH SR ER
Paste composition (glass powder 75wt%, inorganic black pigments 25wt%),firing condition (680°C, 4 minutes, thickness 10um) , soda-lime glass
kM ER M AT AT 0.05mol/L, H2SO47KE&, 80°C, 150K ERER. ASAERBLOREE L ZERER

Acid resistance evaluation: Dip into 0.05mol/L H2SOs solution (80°C) for 150 hours, then conduct visual observation from glass substrate side

= FAHI Application
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Black ceramic for automobile window glass
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Panels for home appliances Overcoat pastes




